
Compressor Exchange Program

Reduced downtime
Increased reliability
Reduced maintenance man-hours

For applications requiring:

FLSmidth introduces the worry-free
Compressor Exchange Program.





Contact the nearest Sales Representative

or FLSmidth District Office or call

FLSmidth Inc., located in Bethlehem, PA., 

at (610) 264-6415 or (610) 264-6994.

Advise your requirement with compressor

serial number, size and rotation. The

availability of an exchange cylinder

assembly and shipping date will be

provided. FLSmidth rotary compressor

cylinder assemblies are stocked at five

locations across the USA in every popular

size. Availability is limited only by prior sale

commitment.

The Compressor Exchange Cylinder

Assembly will include: 

New or reconditioned cylinder

New blades

New hub seal rings

New angle check valves

New bearing retainers, as required

New or reconditioned rotor 

New bearings

New gaskets and shims 

New or reconditioned heads 

New mechanical seal parts or packing

and gland, as required

All completely assembled to factory

specifications

Factory inspected and tested, as

required 

If inspection at our Manheim Plant

determines the returned cylinder, rotor or

heads to be scrap, a new one will be used

and the appropriate cylinder rotor or head

price will be added to the exchange price.

If the cylinder, rotor and heads are scrap,

the price of a new cylinder assembly will

be applied, less 10% discount.  Fifty

percent of the cylinder assemblies sold

through the exchange program are new.

As soon as an order is placed and an

exchange cylinder assembly is shipped, the

damaged cylinder assembly becomes the

property of FLSmidth. It is imperative that

the damaged cylinder be promptly

returned to FLSmidth for rebuilding and to

re-stock the program.  Only return the

items listed above when returning the

damaged unit. DO NOT RETURN drive

coupling, lubricator, non-return valve,

regulator, intake filter, lubrication tubing or

piping with the returned cylinder assembly. 

The damaged unit should be returned to

the nearest service center as shown on the

service center map (see page 4).

MAKE CERTAIN THE UNIT RETURNED HAS

THE IDENTICAL SERIAL NUMBER AS

REPORTED WHEN ORDERING THE

EXCHANGE UNIT. 

The replacement cylinder assembly carries a

24-month from date of shipment factory

warranty on material and workmanship.

Warranty does not cover wear parts.
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Step-by-Step Ordering




